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FREIGHT CAR
PPowRGuardowRGuardTM TM XEXE

RAILCAR PROTECTION FROM A END TO B ENDRAILCAR PROTECTION FROM A END TO B END

The PowRGuardTM draft gears from A. Stucki Company 

are designed to be a high quality, durable solution for 

railcar owners and operators. The Group J model, the 

PowRGuard XE, is an all-metal gear with excellent wear 

characteristics. With an official rating capacity of 47,054 

ft-lbs. the PowRGuard XE exceeds capacity of other 

gears in its class, with added benefits of excellent wear 

characteristics.

Our simple formula equals outstanding protection against 

a car’s lading over time and is fully-approved by the AAR 

under M-901E. As a full-line supplier, we also offer draft 

gear reconditioning service regardless of OEM. 

FEATURES & BENEFITS

•  Special heat treating processes which decrease wear 		
    characteristics

•  Movable plates provide additional friction surfaces and 		
   energy damping

•  Visual wear indicators are easy to use

•  No gaging is necessary in difficult places to reach under body

•  Designed to protect draft gear housing for longer life

•  AAR M-901E approved

PPowRGuardowRGuardTMTM

The PowRGuard™ XE is The PowRGuard™ XE is 
built for superior durability built for superior durability 
and performance, protecting and performance, protecting 
railcars and cargo with its all-railcars and cargo with its all-
metal, wear-resistant design metal, wear-resistant design 
delivering the rugged reliability delivering the rugged reliability 
today’s rail operations demand.today’s rail operations demand.
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PowRGuardTM DRAFT GEAR

TECHNICAL SPECIFICATIONS:

FREIGHT CAR

Product Description

Stucki Wear Tab Difference:

•  PowRGuard Draft Gear (all-metal, Group J)

•  Simple visual wear indicator

•  No measurement or inspection gauges necessary

•  Gear is worn when the movable plate contacts the wear tab

PowRGuard
XE


